
555 Guthridge Ct.
Technology Park/Atlanta
Norcross, GA 30092 USA
Tel: + 1 770 449 5555

KAWNEER AN ARCONIC COMPANY

601T VG SSG - COVERKawneer

1 Presentation Wall

OUTSIDE AND INSIDE CORNERS ARE 
PLACEABLE FAMILIES.

VERTICAL MULLIONS CAPABLE OF HANDLING
1", 1/4", AND A COMBINATION OF 1" AND 1/4"
STRUCTURAL GLAZING.

THIS PRODUCT LINE IS THERMALLY BROKEN.
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555 Guthridge Ct.
Technology Park/Atlanta
Norcross, GA 30092 USA
Tel: + 1 770 449 5555

KAWNEER AN ARCONIC COMPANY

601T VG SSGKawneer

3/4" = 1'-0"
1 Corner Options

Plan, Elevations & Section

1 1/2" = 1'-0"
5 Basic Wall Example - Inside Glazed

1 1/2" = 1'-0"
6 Basic Wall Example - Outside Glazed

1" = 1'-0"
2 Outside Glazed

1" = 1'-0"
3 Inside Glazed
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CONSULT ENGINEER FOR PROPER
STEEL SIZING AND REQUIREMENTS
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KAWNEER AN ARCONIC COMPANY

601T VG SSG - DRAFTING VIEWS OUTSIDE GLAZEDKawneer

6" = 1'-0"
1 Callout - Outside Glazed Jamb 1"

6" = 1'-0"
2 Callout - Outside Glazed Jamb 1/4"

6" = 1'-0"
3

Callout - Outside Glazed Vertical 0.25 x
0.25"

6" = 1'-0"
4 Callout - Outside Glazed Vertical 0.25 x 1"

6" = 1'-0"
5 Callout - Outside Glazed Vertical 1 x 0.25"

6" = 1'-0"
6 Callout - Outside Glazed Vertical 1 x 1"

6" = 1'-0"
7

Callout - Outside Glazed Vertical Reinforced
1 x 1"

6" = 1'-0"
8 Callout - Horizontal 1 x 0.25"

6" = 1'-0"
9 Callout - Horizontal 1 x 1"

6" = 1'-0"
10 Callout - Outside Glazed Head 1"

6" = 1'-0"
11 Callout - Outside Glazed Head 1/4"

6" = 1'-0"
12 Callout - Sill 1"

6" = 1'-0"
13 Callout - Sill 1/4"
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KAWNEER AN ARCONIC COMPANY

601T VG SSG - DRAFTING VIEWS - CORNERSKawneer

6" = 1'-0"
1 Callout - Corner Inside 90

6" = 1'-0"
2 Callout - Corner 90 Dart

6" = 1'-0"
3 Callout - Corner Inside 135

6" = 1'-0"
4 Callout - Corner 135 Dart


